
Your Horses will Feel Like They Are 
Flying on the Clouds

For Work or Play



Gooseneck Torsion SUSPENSION Coupler Users Guide

After being used multiple times, zero point may have to be 
relocated without any weight on coupler.

(Simply unscrew set scew & relocate to center & retighten)

Scale is NOT 100% accurate, can be plus or minus
approximately 200 LBS.

Tongue Weight Scale Instructions

Max Tongue Weight

0- Tongue Weight

Tongue Weight Scale

Bulldog Auto Latch

Zerk, Grease Regularly

Tube 
Size:

Type: Tongue 
Weight:

Coupler 
Rating:

4” Round 2 - 3.5K 25K
4” Square 2 - 3.5K 25K
4” Round 3 - 4.5K 25K
4” Square 3 - 4.5K 25K
4” Round 4 -5.5K 25K
4” Square 4 -5.5K 25K
4” Round 5.5 -7K 30K
4” Square 5.5 -7K 30K
4” Round 5.5-7K 40K
4” Square 5.5-7K 40K

 

Available In:

* GEN-Y Hitch shall NOT be held responsible for any or all “compatible parts or products” being used or being utilized for towing with or around GEN-Y Hitch.
* GEN-Y Hitch products shall never be altered in any circumstances or for any reason and will void any warranties if done so. 

*Customer must have mount bolts torqued to 120 Ft. lbs.

Torsion Hitch USERS MANUAL
This product is protected by Patent # US9505281B1, USD773345S1, USD9868327B1 


